FHT40-OB

@ ErTHPOT

Miniature Headset Microphones

KEY FEATURES

- Feather weight construction with flexible stem headset
microphone for professional applications like theatres, live
events & broadcasting
- Miniature design for discreet appearance
- Omnidirectional pick-up pattern with low ambient noise
design

Sturdy clutch mechanism with adjustable boom arm
length to fit variety of head profiles
- Comes with 1.3 M detachable cable with two connector
options - TA4F & 35 mm Jack.

- Available in two color options - Black & Tan

OVERVIEW

Imagine the convenience of having a microphone that is not only
lightweight and sensitive, but also allows you to move freely while speaking
or performing. FHT-O & FHT-U miniature headset microphones are highly
sensitive condenser microphone with wide frequency response for crisp &

distortion free sound. With these headset microphones, you can focus on
delivering your message without being weighed down by bulky

equipment. Compatible with Erthpot's Arche Wireless microphones, the
FHT40-O microphones allows the best handsfree performances in theatres,
broadcasting & live events. The feather weight structure with flexible stem
allows easy adjustment of microphone capsule according to the user's face
profile. With two color options to choose from — (FHT40-O) Tan & Black , the
Flexifeather headset microphones offer discreet appearance while wearing.
The super sensitive condenser capsule with omnidirectional pick-up pattern
has a low ambient noise and enhanced vocal response frequency curve to
suit all kind of vocal textures. The moisture resistant 1.5mm thick signal cable
is made to withstand tough environments of live & touring applications. The
Flexifeather headset microphones come with two types of connector
options— TA4F & 35 mm Jack which makes them an easy choice with any

kind of wireless bodypack transmitter.

TECHNICAL SPECIFICATIONS

Polar Pattern: Omni-directional.

Frequency Response: 20 Hz to 20,000 Hz

Impedance: 1,50002 + 30% (at 1 K Hz)

Sensitivity: —62dB * 3dB (0dB=1V/microbar)

Operating Voltage: W~10V DC (RL:2K20)
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SUPPLIED ACCESSORIES

Windscreen for Microphone Capsule Qty-1
MECHANICAL DRAWING

Mini Collar Clip Qty -1

ENGINEER AND ARCHITECT
SPECIFICATIONS

The headset microphone shall be miniature in design suitable to

work with wireless microphone transmitters. It shall have a
condenser capsule shall be with Omnidirectional polar pattern
and low ambient noise design to efficiently grasp vocal responses
from the speaker. The clutch mechanism shall have an adjustable

headband unit to accurately fit on all head profiles. The
microphone stem shall be flexible in nature to properly aim and
position the microphone capsule to the speaker. The headset
microphone cable shall be a detachable type 1.3mtr long with a
choice of connector TA4F & 3.5 mm Jack. The headset microphone

shall have a frequency response from 20 - 20000 Hz with a

sensitivity value of -62dB +-3dB.

Erthpot warrants your product against all

defects and factory errors when purchased.

Erthpot stands behind the guality of its products,

offering a generous 3-year warranty from the date of retail purchase. During this
period, should any defects arise,

Erthpot is committed to providing optimal solutions, which include repairing the
product with genuine spare parts or

replacing it with an equivalent new product®
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