The Flexifeather Series, comprising the FHT40-O/OB and FHT4O-!
microphones, offers lightweight, sensitive, and high-performance s«
applications like theatres, broadcasting, and live events. These mic
stems for easy adjustment, omnidirectional (FHT40—
condenser capsules for low ambient noise, and crisp sound. Desic
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appearance, they come in black and tan color, with 1.3m detach:
and connector options (TA4F & 3.5 mm Jack). Compatible with
systems, Flexifeather ensures seamless hands-free performances







FLEXI FEATH E R Headworn Microphones

APPLICATIONS

FEATURES

Adjustable Headband Discreet in appearance Feather Weight construction
Sturdy clutch mechanism with Miniature design for Light weight design suitable for
adjustable boom arm length to fit discreet appearance presenters, instructors & artists
variety of head profiles on stage

ADS Applications & Features




FLEXI FEATH E R Headworn Microphones

FHT40'0/0B Miniature Headworn Microphones

Imagine the convenience of having a microphone that is not only
lightweight and sensitive, but also allows you to move freely while speaking
or performing. FHT-O & FHT-U miniature headworn microphones are highly
sensitive condenser microphone with wide frequency response for crisp &
distortion free sound. With these headworn microphones, you can focus on
delivering your message without being weighed down by bulky
equipment. Compatible with Erthpot's Arche Wireless microphones, the
FHT40-O microphones allows the best handsfree performances in theatres,
broadcasting & live events. The feather weight structure with flexible stem
allows easy adjustment of microphone capsule according to the user’s face
profile. With two color options to choose from — Tan & Black (FHT40-OB),
the Flexifeather headworn microphones offer discreet appearance while
wearing. The super sensitive condenser capsule with omnidirectional pick-
up pattern has a low ambient noise and enhanced vocal response
frequency curve to suit all kind of vocal textures. The moisture resistant
1.5mm thick signal cable is made to withstand tough environments of live &
touring applications. The Flexifeather headworn microphones come with
two types of connector options— TA4F & 3.5 mm Jack which makes them an
easy choice with any kind of wireless bodypack transmitter.

FEATURES

[

- Feather weight construction with flexible stem headset microphone for professional

applications like theatres, live events & broadcasting

- Miniature design for discreet appearance
- Omnidirectional capsule with low ambient noise design

.+ Sturdy clutch mechanism with adjustable boom arm length to fit variety of head profiles
- Comes with 1.3 M detachable cable with two connector options — TA4F & 3.5 mm Jack.

- Available in two color options — Black & Tan

TECHNICAL SPECIFICATIONS

FHT40'U/U B Miniature Headworn Microphones

Imagine the convenience of having a microphone that is not only
lightweight and sensitive, but also allows you to move freely while
speaking or performing. FHT-O & FHT-U miniature headworn
microphones are highly sensitive condenser microphone with wide
frequency response for crisp & distortion free sound. With these
headworn microphones, you can focus on delivering your message
without being weighed down by bulky equipment. Compatible with
Erthpot's Arche Wireless microphones, the Flexifeather FHT40-U
microphones allows the best handsfree performances in theatres,
broadcasting & live events. The feather weight structure with flexible
stem allows easy adjustment of microphone capsule according to the
user’s face profile. With two color options to choose from — Tan &
Black (FHT40-UB), the Flexifeather headworn microphones offer
discreet appearance while wearing. The super sensitive condenser
capsule with unidirectional pick-up pattern has a low ambient noise
and enhanced vocal response frequency curve to suit all kind of vocal
textures. The moisture resistant .5mm thick signal cable is made to
withstand tough environments of live & touring applications. The
Flexifeather headworn microphones come with two types of
connector options— TA4F & 3.5 mm Jack which makes them an easy
choice with any kind of wireless bodypack transmitter

FEATURES

applications like theatres, live events & broadcasting

- Miniature design for discreet appearance

- Unidirectional pick-up pattern with low ambient noise design
. Sturdy clutch mechanism with adjustable boom arm length to fit variety of head profiles
- Comes with 1.3 M detachable cable with two connector options — TA4F & 3.5 mm Jack.

- Avallable in two color options — Black & Tan

TECHNICAL SPECIFICATIONS

- Feather weight construction with flexible stem headset microphone for professional

Polar Pattern:
Frequency Response:
Impedance:
Sensitivity:
Operating Voltage:

-67 dB + 3dB (0 dB=1V/microbar 1000 Hz)

Omni-directional.
20 Hz to 20,000 Hz
1,500 Q) + 30% (at 1 K Hz)

1V~10V DC (RL:2K2Q)

Polar Pattern:
Frequency Response:
Impedance:
Sensitivity:

Operating Voltage:

-62 dB + 3 dB (0 dB=1V/microbar 1000 Hz)

Uni-directional.
20 Hz to 20,000 Hz
1,500 ) + 30% (at 1 K Hz)

1V~10V DC (RL:2K2Q))

FlexiFeather




FLEXI FEATH E R Headworn Microphones

ACCESSORIES

FH-3.5]JCS/CB

Extension cable with 3.5mm
Jack Connector

FH-3.5JCS/CB is an extension cable for
Flexifeather headworn microphone
with 3.5mm jack connector in it. The
1.4 mm thick cable is a 3 wire copper
conductor with Red wire as positive
with respect to ground. Compatible
with brands which are using 3.5mm
screw type connectors on the
bodypack transmitters (Operating DC
volt 1-10V). Comes in two color options
— Skin & Black to match with the
microphone.

FH-TA4CS/CB

Extension cable with
TA4F Connector

FH-TA4CS/CB is an extension cable for
Flexifeather headworn microphone
with TA4F connector in it. The 1.4 mm
thick cable i1s a 3 wire copper
conductor with Red wire as positive
with respect to ground. Compatible
with Arche AR2 bodypack
transmitters and other brands with
TA4M connectors (Operating DC volt
1-10V). Comes In two color options —
Skin & Black to match with the
microphone.

FlexiFeather Accessories & Key Points

FH-3.5JCS

FH-3.5JCB

FH-TA4CS

FH-TA4CB

W

Microphone Capsule
Foam Windscreen
Under Ear Grip

Ear Hook Sleeve

Headband Flex

Headband Frame

(9) Boom Arm

Detachable Cable Extension

The picture displayed above is the FHT40-OB
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